RCS003 Instruction

© Technical Specifications
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* Power: ACZ220V/50Hz % Frequency:433. 92MHZ
= Max: 3000W, Resistive load # The power will cut off automatizally when the Inner
# Can work with 15 units of emitter at most temperature arrives at 75°
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@ Operation

ARCS101 power on B RCS101 power off
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1 1Short press the P button 2] RES003 output ACZE0V, 1 |Short prass the Dewn button ar A RSO0 furn off the bight
and the light on STOP builon
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1 )Press UP and DOWN button 2 Fresa STOP button for & lirmes 3. Prass Up button again 4. The light indigate will flash 4 fimes
the amilber coukd nal contrel RC2003
and thne ermitier could not controd 8l the
othar davicos learmed,

& Note

= 1.3atting may fail dus the interference of signal. If in thie case, please resal.
¥ 20nty 1ake RE1 01 for example, RCS003 can work with all Emitter

¥ 3Plemsa do not press buttons koo kong in case life apan of battery declines. The bulton press should be about 0.58 with 1 5 intarval If the ballery i& in low powar,
please replace battary.

F 4 Wasp RCS003 with high voltage far away from moist place
w5 Chitdren should be supervised to ensure thatl they do ned play with the appliance :
& §.All products are as per materal subjects if there is change in appearance, color, function els. The infeemation is subject fo changes without prior notics.
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